


Specifications

J-1 | J-2 | J-3
General Power requirements AC 100V to 240V, 50/60 Hz
Power consumption 50W
Operating temperature +5°C to +40°C (+41°F to +104°F)
Storage temperature -20°C to +60°C (-4°F to +140°F)
Humidity 25% to 80% (relative humidity)
Weight 7kg (151b 7 0z)
Dimensions (WxHxD) 307 x 100 x 397 mm (12 1/8 x 4 x 15 3/4 inches)
Tape speed Digital Betacam I I 96.7 mm/s
MPEG IMX | 64.467 mm/s (525 mode), 53.776 mm/s (625 mode)
Betacam SX 59.515 mm/s (525 mode), 59.575 mm/s (625 mode)
Betacam/Betacam SP 118.6 mm/s (525 mode), 101.5 mm/s (625 mode)
Playback time Digital Betacam \ Max. 124 min with BCT-D124L
MPEG IMX MAX. 184 (525 mode)/220 (625 mode) min
with BCT-184 MXL cassette
Betacam SX Max. 194 min with BCT-194SXLA cassette
Betacam/Betacam SP MAX. 90 (525 mode)/105 (625 mode) min with BCT-90MLA cassette
Fast forward/rewind time Digital Betacam | [ Approx. 5 min with BCT-D124L
MPEG IMX | Approx. 5 min with BCT-184MXL cassette
Betacam SX Approx. 5 min with BCT-184SXLA cassette
Betacam/Betacam SP Approx. 5 min with BCT-90MLA cassette
Search speed range Digital Betacam \ \ +20 times normal playback speed
MPEG IMX \ +32 times normal playback speed
Betacam SX +35 times normal playback speed
Betacam/Betacam SP +18 times normal playback speed
Servo lock time 0.5 s or less (from standby on)
Load/unload time 6 s or less
Input signal Ext. sync BNC (x1), Frame lock
Output signals |Analog composite output BNC (x1), Pin Jack (x1), 1.0 Vp-p, 750hms
S-video output Mini DIN 4-pin (x1),Y: 1.0 Vp-p, C.0.286 Vp-p burst, 750hms
Analog component output (with optional BKJ-1) BNC (x3), Y: 1.0 Vp-p, R-Y/B-Y: 0.7 Vp-p, 750hms
SDI output (with optional BKJ-2) BNC (x1), SMPTE 259M, 270 Mb/s, 0.8 Vp-p, 750hms
Remote control RS-422A D-sub 9-pin (female) (x1), Sony 9-pin remote interface
RS-232C D-sub 9-pin (female) (x1)
Monitor output L/R Pin Jack (x1): -10 dBu at 47 kohms load, unbalanced,
XLR (male x2): +4 dBm, 600 ohms load, low impedance, balanced
Headphone output JM-60 Stereo Phone Jack, -- to -12 dBu at 8 ohms load, unbalanced
Supplied Operation manual (CD-ROM) (x1)
accessories Vertical stand (X2)
Quick Operation Guide (X1)
Optional BKJ-1 Analog Component Output Board
accessories BKJ-2 SDI Output Board

*You are to choose either of the optional output boards (BKJ-1 or BKJ-2) when you purchase a J series player

Rear Panel

J-1/3-2/3-3 with BKJ-1

J-1/3-2/3-3 with BKJ-2

Optional Accessories

BKJ-1 Analog Component
Output Board

BKJ-2 SDI Output Board

J series Compact Players and
output boards are available in
the following combinations;
J-1 & BKJ-1 (J-1/901)

J-2 & BKJ-1 (J-2/901)
J-3 & BKJ-1 (J-3/901)
J-1 & BKJ-2 (J-1/902)
J-2 & BKJ-2 (J-2/902)
J-3 & BKJ-2 (J-3/902)
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